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PRESTAR MARKETING SDN BHD:

WO rk Column Protection Barrier

The safety barriers can effectively buffer the impact of forklifts and other light
vehicles, provide long-term reliable protection for building and other facilities, it also

Safety PrOteCtiOn PrOd UCtS eliminate problems such as collision deformation and ground damage, so that your

factory bid farewell to secondary maintenance, which also eliminates expensive
Provides vehicle crash impact protection from forklifts and light vehicles. maintenance costs and potential protective neutral gear.



Column Protection Barrier
Certified to CE and TUV Standards

About this product:

The Column Protection Barrier designed to mainly protect very sensitive places in warehouse, columns and fire
hydrant or an essential piece of equipment for industrial facilities.

The damage of which may lead to serious structural damage to buildings or their infrastructure and other
elements belonging to the vertical infrastructure. The product reduces the risk of damage to the protected
structure, the damage of which could have resulted from the error of a forklift or transport truck operator.
Also the Yellow color is highly visible to driver's attention to safe driving. so they can be safely installed in
various places, both outdoors and indoors.

Column protection can be installed at different heights and beams. Due to the different environment that

they are available in a 3-sided and 2-sided version, it is possible to freely adapt them to the infrastructure of the

Building .

Model:CTR100

Model:CTR148

Model:CTR190

Height:1150mm

Height:1150mm

Height:1150mm

Post: ¢ 130mm

Post: @ 168mm

Post: @ 190mm

Beam: ¢ 100mmx3

Beam: @ 148,100,100mm

Beam: ¢ 190,100,100mm

Length:600-2000mm
BasePlate:170*170*10mm

Length:600-2000mm
BasePlate:200*200*10mm

Length:600-2000mm
BasePlate:230*230*14mm

Impact Energy:8760 Joule

Impact Energy: 14400 Joule

Impact Energy:21350 Joule

3tons Forklift hit at 8.4km/h 4tons Forklift hit at 9.6km/h

6tons Forklift hit at 9.6km/h

Impact Angle Based on 2000mim Post Centres (Joules)
Impact Test Vehicle Weight and Speed Temperature Range
45° 90°
CTR 100 87ED G200 3.(tons Forklift hit at 8.4km/'h =10~80°C
CTR 148 14400 10200 4 Mtons Forklift hit st 9 &kmh -10~=50°C
CTR 180 21350 15100 6. Dtans Forklift hit at 3 Skmih -10~50C

Solutions With:

1.Pedestrian Truck

Z.Forklift
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Basze
Electrostatic spraying

Spray coating on base
farincreased corrosion
resistance
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Electrostatic spraying

Spray coating on base
farincreased corrosion
resistance
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